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SLR5500 MOTOTRBO Repeater
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

Government & Public Safety: Europe, Middle East and Africa

MOTOTRBO the next generation of Motorola professional two-way radio communications solutions.
Features
• Operates either in analogue or digital mode
• Clear LED indicators on front panel indicate operating mode
• Repeater disabled
• TX/RX status per slot
• Rack or wall-mount
• Integrated power supply
• Interface for battery back-up and charge
• Repeater Diagnostics and Control
• Digital Conventional, IP Site Connect, Capacity Plus, Linked Capacity Plus, Connect Plus
Analog Conventional, MPT 1327 compatible
• Application developers kit (to enable 3rd parties to develop applications which interface to the repeater)

Standard Package
• Rack-mount repeater
• Power cable
NOTE reminder: The Standard Warranty is 24 months.

Technical Data
• VHF (136-174MHz); UHF1 (400-470MHz); 300R1 (300-360MHz)
• 64 channel capacity
• 1-50 Watts power
• 100% duty cycle at full power
• 1U form factor
• Weight 19 lbs (8.6 kg) - Dimensions (H x W x D) 1.75 x 19 x 14.6 in (44 x 483 x 370 mm)
• No self quieting frequency requirements
• Maritime compliancy for  U HF1 model
NOTE: In order to meet the applicable Maritime standards the UHF1 repeater must be installed with an AC Filter 
(part number: DSFMT00FM03). To order this filter please contact a member of the Motorola Order 
Management team.

SLR 5500 VHF FA309B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR10JCGANQ1AN SLR 5500 VHF FA309B
CE: Yes    RTTE: Yes

€2985.00

Mandatory Options: One option from each group must be chosen

Battery Backup
Cable

QA05486AA ADD: BATTERY BACKUP CABLE €44.00
QA05487AA DEL: BATTERY BACKUP CABLE €0.00

Quick Start
Guide

QA05488AA ADD: QUICK START GUIDE €2.00
QA05489AA DEL: QUICK START GUIDE €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

CLS POWER
CABLE SLR5500

QA05484AA ADD: POWER CABLE UK €0.00
QA05485AA ADD: POWER CABLE EU €0.00

SLR 5500 300R1 FA409B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR10KCGANQ1AN SLR 5500 300R1 FA409B
CE: Yes    RTTE: No

€2985.00

Mandatory Options: One option from each group must be chosen

Battery Backup
Cable

QA05486AA ADD: BATTERY BACKUP CABLE €44.00
QA05487AA DEL: BATTERY BACKUP CABLE €0.00
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SLR5500 MOTOTRBO Repeater
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

CLS POWER
CABLE SLR5500

QA05484AA ADD: POWER CABLE UK €0.00
QA05485AA ADD: POWER CABLE EU €0.00

SLR 5500 300R2 FA809B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR10PCGANQ1AN SLR 5500 300R2 FA809B
CE: Yes    RTTE: Yes

€2985.00

Mandatory Options: One option from each group must be chosen

Battery Backup
Cable

QA05486AA ADD: BATTERY BACKUP CABLE €44.00
QA05487AA DEL: BATTERY BACKUP CABLE €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

CLS POWER
CABLE SLR5500

QA05484AA ADD: POWER CABLE UK €0.00
QA05485AA ADD: POWER CABLE EU €0.00

SLR 5500 UHF1 FA509B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR10QCGANQ1AN SLR 5500 UHF1 FA509B
CE: Yes    RTTE: Yes

€2985.00

Mandatory Options: One option from each group must be chosen

Battery Backup
Cable

QA05486AA ADD: BATTERY BACKUP CABLE €44.00
QA05487AA DEL: BATTERY BACKUP CABLE €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

CLS POWER
CABLE SLR5500

QA05484AA ADD: POWER CABLE UK €0.00
QA05485AA ADD: POWER CABLE EU €0.00

SLR 5500 UHF2 FA609B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR10TCGANQ1AN SLR 5500 UHF2 FA609B
CE: Yes    RTTE: Yes

€2985.00

Mandatory Options: One option from each group must be chosen

Battery Backup
Cable

QA05486AA ADD: BATTERY BACKUP CABLE €44.00
QA05487AA DEL: BATTERY BACKUP CABLE €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

CLS POWER
CABLE SLR5500

QA05484AA ADD: POWER CABLE UK €0.00
QA05485AA ADD: POWER CABLE EU €0.00

SLR 5500 300R1 FA409B  (Continued)

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE
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SLR8000 MOTOTRBO Repeater
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

Government & Public Safety: Europe, Middle East and Africa

Features
• Operates either in analogue or digital mode
• Clear LED indicators on front panel indicate operating mode
• Repeater disabled
• TX/RX status per slot
• Rack
• Integrated power supply
• Interface for battery back-up and charge
• Wireline card installed
• Repeater Diagnostics and Control
• Digital Conventional, IP Site Connect, Capacity Plus, Capacity Max, Connect Plus
Analog Conventional, MPT 1327 compatible
• Application developers kit (to enable 3rd parties to develop applications which interface to the repeater)

Standard Package
• Rack-mount repeater
• Power cable
NOTE reminder: The Standard Warranty is 24 months.

Technical Data
• VHF (136-174MHz); UHF1 (400-470MHz);
• 64 channel capacity
• 1-100 Watts power
• 100% duty cycle at full power
• 2U form factor
• Weight 31 lbs (14.1 kg) - Dimensions (H x W x D) 3.5 x 19 x 14.6 in (89 x 483 x 370 mm)
• No self quieting frequency requirements

SLR 8000 BASE VHF FAN306B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

SLR8000D100W13617
4

SLR 8000 BASE VHF FAN306B
CE: Yes    RTTE: Yes

€4530.00

Mandatory Options: One option from each group must be chosen

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

SLR 8000 BASE UHF FAN506B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

SLR8000E100W40047
0

SLR 8000 BASE UHF FAN506B
CE: Yes    RTTE: Yes

€4530.00

Mandatory Options: One option from each group must be chosen

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00
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SLR1000 MOTOTRBO Repeater
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

Government & Public Safety: Europe, Middle East and Africa

MOTOTRBO next generation of Motorola professional radio communications repeater solutions.
Features
• Indoor Outdoor Compatible
• UHF Wideband or VHF Model
• Dimensions: 8" x 11" x 4"
• Weight: 12lbs
• IP 65 enclosure
• Weatherized Ethernet, DC power, and RJ45 AUX connectors
• Diagnostic support via Webpage
• Low Noise, Fan-less design
• Aesthetically pleasing
• Reduce overall TCO
• Easily expandable to additional sites

Standard Package
No HVAC required
Wall mount bracket
Less likely to need a permit or lease to deploy
Less overall space
Can add a duplexer, antenna relay and... all in one unit
Less power consumption
NOTE reminder: The Standard Warranty is 24 months.

SLR 1000 VHF FIGO303B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR11JDGANQ1AN SLR 1000 VHF FIGO303B
CE: Yes    RTTE: Yes

€2585.00

Mandatory Options: One option from each group must be chosen

POWER ACCES-
SORY SELEC-

TION

GA01596AC ADD: POWER ADAPTOR INDOOR USE, UK CABLE €0.00
GA01596AD ADD: POWER ADAPTOR INDOOR USE, EURO CABLE €0.00
GA01597AC ADD: POWER ADAPTOR OUTDOOR USE (HARD WIRED) €0.00
GA01634AA DEL: POWER ACCESSORY SELECTION €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

VHF EXT
REPEATER
MOUNTED
ANTENNA

SELECTION

GA01593AF ADD: EXTERNAL MOUNTED ANTENNA (136-154MHZ) €55.50
GA01594AF ADD: EXTERNAL MOUNTED ANTENNA (146-164MHZ) €55.50
GA01595AF ADD: EXTERNAL MOUNTED ANTENNA (160-174MHZ) €55.50

VHF DUPLEXER
/ ANTENNA

SWITCH SELEC-
TION

GA01589AE ADD: VHF DUPLEXER (ROHS) 136-156MHZ 4-6 MHZ SPACING €836.32
GA01589AF ADD: VHF DUPLEXER (ROHS) 136-156MHZ 6-10 MHZ SPACING €836.32
GA01590AJ ADD: VHF DUPLEXER (ROHS) 154-174MHZ 4-6 MHZ SPACING €836.32
GA01590AK ADD: VHF DUPLEXER (ROHS) 154-174MHZ 6-10 MHZ SPACING €836.32
GA01592AC ADD: ANTENNA SWITCH €168.00

MOUNTING
ACCESSORY
SELECTION

GA01598AC ADD: POLE MOUNTING KIT €56.00
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SLR1000 MOTOTRBO Repeater
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

SLR 1000 UHF FIGO503B 

MODEL NO. DESCRIPTION
MANUF. SUGG.

LIST PRICE

MDR11SDGANQ1AN SLR 1000 UHF FIGO503B
CE: Yes    RTTE: Yes

€2585.00

Mandatory Options: One option from each group must be chosen

POWER ACCES-
SORY SELEC-

TION

GA01596AC ADD: POWER ADAPTOR INDOOR USE, UK CABLE €0.00
GA01596AD ADD: POWER ADAPTOR INDOOR USE, EURO CABLE €0.00
GA01597AC ADD: POWER ADAPTOR OUTDOOR USE (HARD WIRED) €0.00
GA01634AA DEL: POWER ACCESSORY SELECTION €0.00

PCR SERV
OPTION

REPEATER

QA01740AA STD: 5YR ENHANCED WARRANTY €0.00
QA01741AA ADD: 5YR ENHANCED WARRANTY WITH REPAIR €215.00
QA01742AA ADD:5YR ENHANCED WARRANTY W ADV REP €365.00

Additional Options: May be ordered as required

UHF EXT
REPEATER
MOUNTED
ANTENNA

SELECTION

GA01593AE ADD: EXTERNAL MOUNTED ANTENNA (400-460MHZ) €55.50
GA01594AE ADD: EXTERNAL MOUNTED ANTENNA (440-495MHZ) €55.50
GA01595AE ADD: EXTERNAL MOUNTED ANTENNA (490-512MHZ) €55.50

UHF DUPLEXER
/ ANTENNA

SWITCH SELEC-
TION

GA01589AG ADD: UHF DUPLEXER (ROHS) 400-430MHZ, 5 MHZ SPACING €836.32
GA01589AH ADD: UHF DUPLEXER (ROHS) 400-430MHZ, 10 MHZ SPACING €836.32
GA01590AG ADD: UHF DUPLEXER (ROHS) 430-480MHZ, 5 MHZ SPACING €836.32
GA01590AH ADD: UHF DUPLEXER (ROHS) 430-480MHZ, 10 MHZ SPACING €836.32
GA01591AH ADD: UHF DUPLEXER (ROHS) 480-527MHZ, 10 MHZ SPACING €836.32
GA01592AC ADD: ANTENNA SWITCH €168.00

MOUNTING
ACCESSORY
SELECTION

GA01598AC ADD: POLE MOUNTING KIT €56.00
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MOTOTRBO Repeater Accessories
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

Government & Public Safety: Europe, Middle East and Africa

DR 3000 Accessories 
Power Cable (UK plug)
• Power cable with UK Plug.

Mid-Tier Repeater Capacity Plus 
Single Site Licence Key
• License key required to activate the 

Capacity Plus Single Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Capacity Plus Single Site provides a 
single site trunking solution for up to 40 
channels (i.e. 20 repeaters*) with a 
maximum of 16 Trunked channels (i.e. 8 
Trunked repeaters*) / 24 Data Revert 
channels (i.e. 12 Data Revert repeaters*).

• All Trunked and Data Revert repeaters in 
a Capacity Plus Single Site system need 
to have the Capacity Plus Single Site 
feature activated using the CPS and this 
requires the purchase of a separate 
license key for each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: 3002695B05
POWER CORD UK PLUG
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4013A
CAP PLUS SINGLE SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€17.69 €450.00

Mid-Tier Repeater Digital 
Telephone Patch Licence Key
• License key required to activate the 

Digital Telephone Patch feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Digital Telephone Patch enables 
MOTOTRBO digital system users to 
place and receive telephone calls which 
are routed via a gateway between a 
landline telephone network and 
MOTOTRBO radio system.

• Each phone gateway repeater in the 
system needs to have the Digital 
Telephone Patch feature activated using 
the CPS and this requires the purchase of 
a separate license key for each phone 
gateway repeater.

Mid-Tier Repeater Incremental 
Capacity Plus Multi Site Licence 
Key
• License key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater 
where the Capacity Plus Single Site 
feature has previously been activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4056A
DGTL PHONE PATCH DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4063A
CAP+ SS TO MS UPGR DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€205.00 €950.00
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MOTOTRBO Repeater Accessories
 (EUR)

Pricing Information Valid As Of: Tuesday, June 02, 2020

DR 3000 Accessories  (Continued)

Mid-Tier Repeater Full Capacity 
Plus Multi Site Licence Key
• Licence key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 55000 repeater 
where the Capacity Plus Single Site 
feature has NOT previously been 
activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• IMPORTANT NOTE: This FULL Capacity 
Plus Multi Site licence does NOT support 
Capacity Plus Single Site channels, so if a 
repeater needs also to support Capacity 
Plus Single Site channels then a Capacity 
Plus Single Site / Incremental Capacity 
Plus Multi Site licence combination 
should be purchased instead.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater NAI for 
Voice/CSBK License Key
• License key required to activate the 

"Network Application Interface for 
Voice/CSBK" feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• NAI for Voice/CSBK is an IP based 
interface that enables voice consoles to 
transmit and receive voice/CSBK calls to 
the radio system directly through the 
repeater.

• Where a wireline voice console is 
required to interface to a given system 
site then all voice capable repeaters* at 
that site must have their "Network 
Application Interface for Voice/CSBK" 
feature enabled using the CPS. Where a 
wireline voice console is not required to 
interface to a given system site, then 
repeaters at that site do not need to have 
this feature enabled.

• Voice capable repeaters are all repeaters 
except for data revert repeaters and 
repeaters where both slots are GPS 
revert slots.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4108A
CAP PLUS MULTI SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4211A
VOICE NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€1400.00 €155.00

Mid-Tier Repeater NAI for Data 
License Key
• License key required to activate the 

"Network Application Interface for Data" 
feature in a DR 3000 / SLR 1000 / SLR 
5500 repeater.

• NAI for Data is an IP based interface that 
enables data applications using the MNIS 
(MOTOTRBO Network Interface Service) 
data gateway to transmit and receive data 
calls to the radio system directly through 
the repeater.

• Where an MNIS is required to interface to 
a given system site then all repeaters* at 
that site must have their "Network 
Application Interface for Data" feature 
enabled using the CPS. Where an MNIS 
is not required to interface to a given 
system site, then repeaters at that site do 
not need to have this feature enabled.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater Digital Voting 
Licence Key
• Licence key required to activate the 

Digital Voting feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• Digital Voting employs multiple Satellite 
Receivers (i.e. repeaters configured for 
"receive-only") to relay radio 
transmissions to a central Voting 
Repeater in order to address the Inbound 
/ Outbound range mismatches that can 
arise due to the different radio / repeater 
radiated power levels.

• Only the Voting Repeaters in a system 
(not the Satellite Receivers) need to have 
the Digital Voting feature activated using 
the CPS and this requires the purchase of 
a separate license key for each Voting 
Repeater.

Part Number: HKVN4212A
DATA NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4240A
DIGITAL VOTING DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€770.00 €840.00

Power Cable (US Plug)
• Power cable with US plug.

Power Cable (Euro Plug)
• Power cable with Euro plug.

Part Number: NTN7373AR
110V CHGR LINE CORD
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: NTN7374AR
220V CHGR LINE CORD
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€8.50 €9.00
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DR 3000 Accessories  (Continued)

Power Cable (UK Plug)
• Power cable with UK plug.

MAP Programming/Test Cable
• Used to either program the MOTOTRBO 

Mobile Radio or connect to the 
RLN4460C test box for service.

Part Number: NTN7375AR
240V UK POWER SUPPLY
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: PMKN4016B
MAP PROGRAMMING/TEST CABLE
Unit of Measure: EA CE: No    RTTE: No

List Price

€9.00 €28.00

MOTOTRBO MAP Universal Cable
• Allows access to all the MAP pins on the 

radio. Can be used to connect various 
accessories.

• Dealer is solely responsible for obtaining, 
or requiring its customers to obtain, all 
applicable or necessary product 
regulatory and/or safety approvals (for 
example, UL or CE), required for any third 
party accessory to be used with a 
Motorola radio system or product. Dealer 
is solely responsible for any warranty, 
quality, performance, safety or any other 
issues relating to the use of this cable 
with a non-Motorola branded or approved 
accessory. Dealer may NOT in any 
manner, state, imply or otherwise 
represent that any non-Motorola branded 
or approved accessories have been 
approved or otherwise authorized by 
Motorola for use with this cable and a 
Motorola Product.Note: This Cable 
CANNOT be used in combination with 
any non-Motorola approved or branded 
accessory or product with a MOTOTRBO 
FM Intrinsically Application Product.

DR 3000 Wall Mount Bracket
• Allows the repeater to be wall mounted.
• Kit contains Bracket and 4 M6 screws.

Part Number: PMKN4018B
MAP UNIVERSAL CABLE
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLE4476A
WALL MOUNT BRACKET
Unit of Measure: EA CE: No    RTTE: No

List Price

€28.00 €120.00

MOTOTRBO Mobile Accessory 
Connector kit
• Rear mobile connector kit.
• Dealer is solely responsible for obtaining, 

or requiring its customers to obtain, all 
applicable or necessary product 
regulatory and/or safety approvals (for 
example, UL or CE), required for any third 
party accessory to be used with a 
Motorola radio system or product. Dealer 
is solely responsible for any warranty, 
quality, performance, safety or any other 
issues relating to the use of this cable 
with a non-Motorola branded or approved 
accessory. Dealer may NOT in any 
manner, state, imply or otherwise 
represent that any non-Motorola branded 
or approved accessories have been 
approved or otherwise authorized by 
Motorola for use with this cable and a 
Motorola Product.Note: This Cable 
CANNOT be used in combination with 
any non-Motorola approved or branded 
accessory or product with a MOTOTRBO 
FM Intrinsically Application Product.

DR 3000 Repeater Battery Backup 
Cable
• Battery Backup cable for repeater.

Part Number: PMLN5072A
KIT, MOTOTRBO REAR ACCESSORY CONNECTOR
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: RKN4152A
CABLE, BATTERY BACKUP, LTD REPEATER
Unit of Measure: EA CE: No    RTTE: No

List Price

€5.00 €40.21
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MTR3000 Accessories 
External Speaker Cable
Cable to connect external speaker to 
speaker port on SCM FRU (note: speaker 
port only supported in analogue mode).

Power Cable (EU plug)
Power cable with EU Plug

Part Number: 0185180U01
CBL EXT SPEAKER
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: 3082933N08
LINE CORD W/PLUG AND RECP
Unit of Measure: EA CE: No    RTTE: No

List Price

€29.22 €34.25

CONTROL MODULE FRONT PANEL FRONT PANEL,PLASTIC,MTR3000

Part Number: 64009266001
CONTROL MODULE FRONT PANEL
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: 6475414H01
FRONT PANEL,PLASTIC,MTR3000
Unit of Measure: EA CE: No    RTTE: No

List Price

€57.96 €12.50

BACKPLANE INTERCONNECT 
BOARD,MTR3000

MTR3000 CPS Programming Cable
CPS Programming Cable for the MTR3000 
Repeater.

Part Number: CLN8499A
BACKPLANE INTERCONNECT BOARD,MTR3000
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DDN9957A
REPL BY: DSUSBFAB6 (HI-SPEED USB CABLE 6FT TYPE A 
-B)
Unit of Measure: EA CE: No    RTTE: No

List Price

€54.21 €20.00

Field Replaceable Unit - UHF 100W 
PA
The PA FRU amplifies the low level 
modulated RF signal from the Exciter FRU 
and delivers the amplified RF signal to the 
transmitter antenna port.
Band: 403 - 470 MHz (UHF)
Power: 100W

Field Replaceable Unit - UHF2 
100W PA
The PA FRU amplifies the low level 
modulated RF signal from the Exciter FRU 
and delivers the amplified RF signal to the 
transmitter antenna port.
Band: 470 - 524 MHz (UHF2)
Power: 100W

Part Number: DLN6701A
FRU UHF 100W PA 403-470
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6702A
FRU UHF 100W PA 470-524
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€2878.00 €2837.00

Field Replaceable Unit - UHF 
Exciter
The Exciter FRU converts the data bus 
signal from the SCM FRU to a low level 
modulated RF signal which is delivered to 
the PA FRU (note: the Exciter and PA 
together constitute the transmitter of the 
MTR3000).
Band: 403 - 470 MHz (UHF)

Field Replaceable Unit - UHF2 
Exciter
The Exciter FRU converts the data bus 
signal from the SCM FRU to a low level 
modulated RF signal which is delivered to 
the PA FRU (note: the Exciter and PA 
together constitute the transmitter of the 
MTR3000).
Band: 450 - 524 MHz (UHF2)

Part Number: DLN6703A
FRU UHF 403-470 EXCITER
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6704A
FRU UHF 450-524 EXCITER
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€1233.00 €1233.00
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MTR3000 Accessories  (Continued)

Field Replaceable Unit - UHF 
Receiver
The Receiver FRU receives the RF signal 
from the receiver antenna port and converts 
the resulting final intermediate frequency 
(IF) from an analogue signal to a digital word 
which it delivers to the SCM FRU as a data 
bus signal.
Band: 403 - 470 MHz (UHF)

Field Replaceable Unit - UHF2 
Receiver
The Receiver FRU receives the RF signal 
from the receiver antenna port and converts 
the resulting final intermediate frequency 
(IF) from an analogue signal to a digital word 
which it delivers to the SCM FRU as a data 
bus signal.
Band: 450 - 524 MHz (UHF2)

Part Number: DLN6705A
FRU UHF 403-470 RECEIVER
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6706A
FRU UHF 450-524 RECEIVER
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€200.76 €1233.00

Field Replaceable Unit - AC/DC 
Power Suppy
The PS FRU provides DC power to the 
FRUs and third party controllers (note: the 
PA FRU can operate in the following input 
modes: AC input only, DC input only, AC 
with Battery Revert).

Field Replaceable Unit - VHF 100W 
PA
The Exciter FRU converts the data bus 
signal from the SCM FRU to a low level 
modulated RF signal which is delivered to 
the PA FRU (note: the Exciter and PA 
together constitute the transmitter of the 
MTR3000).
Band: 136 - 174 MHz (VHF)

Part Number: DLN6707A
FRU MTR3000 AC/DC POWER SUPPLY
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6710A
FRU VHF 100W PA 136-174
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€822.00 €821.50

PCBA,FRU VHF 136-174 EXCITER Field Replaceable Unit - VHF 
Receiver
The Receiver FRU receives the RF signal 
from the receiver antenna port and converts 
the resulting final intermediate frequency 
(IF) from an analogue signal to a digital word 
which it delivers to the SCM FRU as a data 
bus signal.
Band: 136 - 174 MHz (VHF)

Part Number: DLN6712A
PCBA,FRU VHF 136-174 EXCITER
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6713A
FRU VHF 136-174 RECEIVER
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€148.00 €190.50

Field Replaceable Unit - 800MHz 
100W PA
The PA FRU amplifies the low level 
modulated RF signal from the Exciter FRU 
and delivers the amplified RF signal to the 
transmitter antenna port.
Band: 800/900 MHz
Power: 100W.

Field Replaceable Unit - 800MHz 
Exciter
The Exciter FRU converts the data bus 
signal from the SCM FRU to a low level 
modulated RF signal which is delivered to 
the PA FRU (note: the Exciter and PA 
together constitute the transmitter of the 
MTR3000).
Band: 800/900 MHz.

Part Number: DLN6714A
RF AMPLIFIER,FRU 800/900MHZ 100W PA
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6715A
FRU 800/900 MHZ EXCITER
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€2837.00 €1233.00

Field Replaceable Unit - 800MHz 
Receiver
The Receiver FRU receives the RF signal 
from the receiver antenna port and converts 
the resulting final intermediate frequency 
(IF) from an analogue signal to a digital word 
which it delivers to the SCM FRU as a data 
bus signal.
Band: 800/900 MHz.

Field Replaceable Unit - 4-Wire 
Wireline Interface
The Wireline FRU provides an interface 
between an analog audio source/sink (such 
as a console, comparator, tone panel etc) 
and the MTR3000 Base Station/Repeater.

Part Number: DLN6716A
FRU 800/900 MHZ RECEIVER
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6720A
FRU 4 WIRE WIRELINE
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€1233.00 €370.00
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MTR3000 Accessories  (Continued)

MTR3000 EMEA OCXO FRU MTR3000 EMEA TCXO FRU

Part Number: DLN6760A
MTR3000 EMEA OCXO FRU
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: DLN6761A
MTR3000 EMEA TCXO FRU
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€1344.00 €1092.00

High-Tier Repeater Capacity Plus 
Single Site Feature - License Key
• This orders the Licence key required to 

activate the Capacity Plus Single Site 
feature in an MTR3000 / SLR 8000 
repeater.

• Capacity Plus Single Site provides a 
single site trunking solution for up to 40 
channels (i.e. 20 repeaters*) with a 
maximum of 16 Trunked channels (i.e. 8 
Trunked repeaters*) / 24 Data Revert 
channels (i.e. 12 Data Revert repeaters*).

• All Trunked and Data Revert repeaters in 
a Capacity Plus Single Site system need 
to have the Capacity Plus Single Site 
feature activated using the CPS and this 
requires the purchase of a separate 
license key for each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater Digital 
Telephone Patch - Licence Key
• This orders the Licence key to activate 

the Digital Telephone Patch feature in an 
MTR3000 / SLR 8000 repeater.

• Digital Telephone Patch enables 
MOTOTRBO digital system users to 
place and receive telephone calls which 
are routed via a gateway between a 
landline telephone network and 
MOTOTRBO radio system.

• Each phone gateway repeater in the 
system needs to have the Digital 
Telephone Patch feature activated using 
the CPS and this requires the purchase of 
a separate license key for each phone 
gateway repeater.

Part Number: HKVN4045A
CAP PLUS SINGLE SITE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4057A
DGTL PHONE PATCH MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€450.00 €205.00

High-Tier Repeater Capacity Plus 
Multi Site Feature - Incremental 
License Key
• This orders the Licence key required to 

activate the Capacity Plus Multi Site 
feature in an MTR3000 / SLR 8000 
repeater where the Capacity Plus Single 
Site feature has previously been 
activated.

• Capacity Plus Multi Site provides a 
multisite trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater Capacity Plus 
Multi Site Feature - Full License Key
• This orders the Licence key required to 

activate the Capacity Plus Multi Site 
feature in an MTR3000 / SLR 8000 
repeater where the Capacity Plus Single 
Site feature has not previously been 
activated.

• Capacity Plus Multi Site provides a 
multisite trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• IMPORTANT NOTE: This FULL Capacity 
Plus Multi Site licence DOES NOT 
support Capacity Plus Single Site 
channels, so if a repeater needs also to 
support Capacity Plus Single Site 
channels then a Capacity Plus Single Site 
/ Incremental Capacity Plus Multi Site 
licence combination should be purchased 
instead.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4070A
CAP+ SS TO MS UPGR MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4109A
CAP PLUS MULTI SITE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€950.00 €1400.00
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MTR3000 Accessories  (Continued)

High-Tier Repeater NAI for 
Voice/CSBK - Licence Key
• This orders the Licence key to activate 

the "Network Application Interface for 
Voice/CSBK" feature in an MTR3000 / 
SLR 8000 repeater.

• This is an IP based interface that enables 
voice consoles to transmit and receive 
voice/CSBK calls to the radio system 
directly through the repeater.

• Where a wireline voice console is 
required to interface to a given system 
site then all voice capable repeaters* at 
that site must have their "Network 
Application Interface for Voice/CSBK" 
feature enabled using the CPS. Where a 
wireline voice console is not required to 
interface to a given system site, then 
repeaters at that site do not need to have 
this feature enabled.

• Voice capable repeaters are all repeaters 
except for data revert repeaters and 
repeaters where both slots are GPS 
revert slots.

• Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater NAI for Data - 
Licence Key
• This orders the Licence key to activate 

the "Network Application Interface for 
Data" feature in an MTR3000 / SLR 8000 
repeater.

• This is an IP based interface that enables 
data applications using the MNIS 
(MOTOTRBO Network Interface Service) 
data gateway to transmit and receive data 
calls to the radio system directly through 
the repeater.

• Where a MNIS is required to interface to 
a given system site then all repeaters* at 
that site must have their "Network 
Application Interface for Data" feature 
enabled using the CPS. Where MNIS is 
not required to interface to a given 
system site, then repeaters at that site do 
not need to have this feature enabled.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4214A
VOICE NETWRK INTRFACE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4215A
DATA NETWRK INTRFACE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€155.00 €770.00

High-Tier Repeater Digital Voting 
Feature - Licence Key
• This orders the Licence key to activate 

the Digital Voting feature in an MTR3000 
/ SLR 8000 repeater.

• Digital Voting employs multiple Satellite 
Receivers (receive-only repeaters) to 
relay radio transmissions to a central 
Voting Repeater in order to address the 
Inbound / Outbound range mismatches 
that can arise due to the different radio / 
repeater radiated power levels.

• Only the Voting Repeaters in a system 
(not the Satellite Receivers) need to have 
the Digital Voting feature activated using 
the CPS and this requires the purchase of 
a separate license key for each Voting 
Repeater.

Part Number: HKVN4238A
DIGITAL VOTING MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€840.00
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Common Accessories 
MOTOTRBO CPS / RM Software 
DVD
• Software DVD containing:
• Customer Programming Software 

Version 16.0.
• Radio Management Version 2.11.45.0.
• Associated Tools.
• Note 1: This version of CPS / RM 

supports up to MOTOTRBO system 
release R2.9 (including minor releases).

• Note 2: This version of CPS / RM contains 
an Italian help file format issue which has 
been fixed in the latest version which is 
available to download from Motorola 
Online (for details see R2.9.8 Release 
Notes).

MOTOTRBO RDAC Software DVD
• Software DVD containing RDAC Version 

10.0.
• RDAC (Repeater Diagnostics, Alarm & 

Control) is a Motorola software 
application that allows a system 
administrator to monitor and control 
repeaters within the system.

• Diagnostics and control are possible via 
LAN/internet or through a local direct 
connection.

Part Number: GMVN5141AV
SOFTWARE,MOTOTRBO CPS-RM DVD
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: GMVN5520S
SOFTWARE,MOTOTRBO RDAC SOFTWARE CD
Unit of Measure: EA CE: No    RTTE: No

List Price

€155.00 €149.00

MOTOTRBO CPS 2.0 / RM Software 
DVD
• Software DVD containing:
• Customer Programming Software 2.0 

Version 2.21.61.0.
• Radio Management Version 2.21.61.0.
• Associated Tools.
• Note 1: This version of CPS 2.0 / RM 

supports MOTOTRBO system releases 
R2.4 to R2.10 (including minor releases).

MOTOTRBO Multiple Systems 
RDAC Feature - Licence Key
• This orders the License Key needed to 

activate the Multiple Systems feature in 
the RDAC application.

• The Multiple Systems feature is 
supported by RDAC version 2.2 
(onwards).

• Once activated, the Multiple Systems 
feature enables a single RDAC application 
to monitor and control up to 8 different 
radio systems (i.e. IP Site Connect and/or 
Capacity Plus) simultaneously.

Part Number: GMVN6241B
SOFTWARE,MOTOTRBO RM-CPS 2.0 DVD
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4041A
MULTIPLE RDAC SYSTEMS
Unit of Measure: EA CE: No    RTTE: No

List Price

– €110.00

MOTOTRBO Spanish Band 
Restriction Feature - Licence Key
• This orders the License Key needed to 

activate the Spanish Band Restriction 
feature in the CPS/RM application.

• The Spanish Band Restriction feature is 
supported by CPS Version 13.5 (Build 
679) onwards.

• Once activated, the CPS/RM does not 
allow applicable devices to be configured 
into parts of the VHF/UHF band which 
have been disallowed by the Spanish 
regulatory authority.

Part Number: HKVN4487A
LICENSE,SPAIN BAND FREQUENCY RANGE
Unit of Measure: EA CE: No    RTTE: No

List Price

€0.00
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SLR5500 Accessories 
Mid-Tier Repeater Capacity Plus 
Single Site Licence Key
• License key required to activate the 

Capacity Plus Single Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Capacity Plus Single Site provides a 
single site trunking solution for up to 40 
channels (i.e. 20 repeaters*) with a 
maximum of 16 Trunked channels (i.e. 8 
Trunked repeaters*) / 24 Data Revert 
channels (i.e. 12 Data Revert repeaters*).

• All Trunked and Data Revert repeaters in 
a Capacity Plus Single Site system need 
to have the Capacity Plus Single Site 
feature activated using the CPS and this 
requires the purchase of a separate 
license key for each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater Digital 
Telephone Patch Licence Key
• License key required to activate the 

Digital Telephone Patch feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Digital Telephone Patch enables 
MOTOTRBO digital system users to 
place and receive telephone calls which 
are routed via a gateway between a 
landline telephone network and 
MOTOTRBO radio system.

• Each phone gateway repeater in the 
system needs to have the Digital 
Telephone Patch feature activated using 
the CPS and this requires the purchase of 
a separate license key for each phone 
gateway repeater.

Part Number: HKVN4013A
CAP PLUS SINGLE SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4056A
DGTL PHONE PATCH DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€450.00 €205.00

Mid-Tier Repeater Incremental 
Capacity Plus Multi Site Licence 
Key
• License key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater 
where the Capacity Plus Single Site 
feature has previously been activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater Full Capacity 
Plus Multi Site Licence Key
• Licence key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 55000 repeater 
where the Capacity Plus Single Site 
feature has NOT previously been 
activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• IMPORTANT NOTE: This FULL Capacity 
Plus Multi Site licence does NOT support 
Capacity Plus Single Site channels, so if a 
repeater needs also to support Capacity 
Plus Single Site channels then a Capacity 
Plus Single Site / Incremental Capacity 
Plus Multi Site licence combination 
should be purchased instead.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4063A
CAP+ SS TO MS UPGR DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4108A
CAP PLUS MULTI SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€950.00 €1400.00
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SLR5500 Accessories  (Continued)

Mid-Tier Repeater NAI for 
Voice/CSBK License Key
• License key required to activate the 

"Network Application Interface for 
Voice/CSBK" feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• NAI for Voice/CSBK is an IP based 
interface that enables voice consoles to 
transmit and receive voice/CSBK calls to 
the radio system directly through the 
repeater.

• Where a wireline voice console is 
required to interface to a given system 
site then all voice capable repeaters* at 
that site must have their "Network 
Application Interface for Voice/CSBK" 
feature enabled using the CPS. Where a 
wireline voice console is not required to 
interface to a given system site, then 
repeaters at that site do not need to have 
this feature enabled.

• Voice capable repeaters are all repeaters 
except for data revert repeaters and 
repeaters where both slots are GPS 
revert slots.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater NAI for Data 
License Key
• License key required to activate the 

"Network Application Interface for Data" 
feature in a DR 3000 / SLR 1000 / SLR 
5500 repeater.

• NAI for Data is an IP based interface that 
enables data applications using the MNIS 
(MOTOTRBO Network Interface Service) 
data gateway to transmit and receive data 
calls to the radio system directly through 
the repeater.

• Where an MNIS is required to interface to 
a given system site then all repeaters* at 
that site must have their "Network 
Application Interface for Data" feature 
enabled using the CPS. Where an MNIS 
is not required to interface to a given 
system site, then repeaters at that site do 
not need to have this feature enabled.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4211A
VOICE NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4212A
DATA NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€155.00 €770.00

Mid-Tier Repeater Digital Voting 
Licence Key
• Licence key required to activate the 

Digital Voting feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• Digital Voting employs multiple Satellite 
Receivers (i.e. repeaters configured for 
"receive-only") to relay radio 
transmissions to a central Voting 
Repeater in order to address the Inbound 
/ Outbound range mismatches that can 
arise due to the different radio / repeater 
radiated power levels.

• Only the Voting Repeaters in a system 
(not the Satellite Receivers) need to have 
the Digital Voting feature activated using 
the CPS and this requires the purchase of 
a separate license key for each Voting 
Repeater.

Repeater "Extended Range Direct 
Mode" Licence Key
• License key required to activate the 

"Extended Range Direct Mode" feature in 
an SLR 1000 / SLR 5500 / SLR 8000 
repeater.

• Also known as "Single Frequency 
Repeater".

• Significantly increases coverage area on a 
single frequency beyond a direct mode 
solution.

• Does not require additional frequency 
usually required on a repeater.

• Inbound burst is repeated 90 ms later on 
outbound (time division duplex).

Part Number: HKVN4240A
DIGITAL VOTING DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4490A
LICENSE,EMEA EXTD RANGE DIRECT MODE SLR
Unit of Measure: EA CE: No    RTTE: No

List Price

€840.00 €329.00

EXTERNAL SPEAKER FOR CAR KIT CABLE, TEST, BACK, DB25 TEST 
CABLE

Part Number: HSN1006A
EXTERNAL SPEAKER FOR CAR KIT
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: PMKN4166A
CABLE, TEST, BACK, DB25 TEST CABLE
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€25.52 €145.00
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SLR5500 Accessories  (Continued)

CABLE, ASSEMBLY,CABLE, 
BATTERY BACKUP

WALL MOUNT BRACKET KIT

Part Number: PMKN4167A
CABLE, ASSEMBLY,CABLE, BATTERY BACKUP
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: PMLE5031A
WALL MOUNT BRACKET KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€45.00 €136.00

SLR 5000 SERIES FRONT PANEL 
BOARD SERVICE KIT

SLR 5000 SERIES FAN ASSEMBLY 
SERVICE KIT

Part Number: PMLN6490AS
SLR 5000 SERIES FRONT PANEL BOARD SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLN7244A
SLR 5000 SERIES FAN ASSEMBLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€80.38 €28.13

SLR 5000 SERIES FAN ASSEMBLY 
SERVICE KIT

SLR 5000 SERIES POWER SUPPLY 
SERVICE KIT

Part Number: PMLN7244B
SLR 5000 SERIES FAN ASSEMBLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMPN4026AS
SLR 5000 SERIES POWER SUPPLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€40.05 €319.87

SLR 5000 SERIES 350-400 PA 
SERVICE KIT

SLR 5000 SERIES VHF PA SERVICE 
KIT

Part Number: PMTD3500AS
SLR 5000 SERIES 350-400 PA SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMTD4012AS
SLR 5000 SERIES VHF PA SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€291.92 €221.76

SLR 5000 SERIES UHF1 PA 
SERVICE KIT

SLR 5000 SERIES VHF MODEM 
SERVICE KIT

Part Number: PMTE4023AS
SLR 5000 SERIES UHF1 PA SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: WAED4531A
SLR 5000 SERIES VHF MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€240.38 €546.85
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SLR5500 Accessories  (Continued)

SLR 5000 SERIES UHF1 MODEM 
SERVICE KIT

SLR 5000 SERIES UHF2 MODEM 
SERVICE KIT

Part Number: WAEE4501A
SLR 5000 SERIES UHF1 MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: WAEE4535A
SLR 5000 SERIES UHF2 MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€462.52 €539.70
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SLR8000 Accessories 
High-Tier Repeater Capacity Plus 
Single Site Feature - License Key
• This orders the Licence key required to 

activate the Capacity Plus Single Site 
feature in an MTR3000 / SLR 8000 
repeater.

• Capacity Plus Single Site provides a 
single site trunking solution for up to 40 
channels (i.e. 20 repeaters*) with a 
maximum of 16 Trunked channels (i.e. 8 
Trunked repeaters*) / 24 Data Revert 
channels (i.e. 12 Data Revert repeaters*).

• All Trunked and Data Revert repeaters in 
a Capacity Plus Single Site system need 
to have the Capacity Plus Single Site 
feature activated using the CPS and this 
requires the purchase of a separate 
license key for each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater Digital 
Telephone Patch - Licence Key
• This orders the Licence key to activate 

the Digital Telephone Patch feature in an 
MTR3000 / SLR 8000 repeater.

• Digital Telephone Patch enables 
MOTOTRBO digital system users to 
place and receive telephone calls which 
are routed via a gateway between a 
landline telephone network and 
MOTOTRBO radio system.

• Each phone gateway repeater in the 
system needs to have the Digital 
Telephone Patch feature activated using 
the CPS and this requires the purchase of 
a separate license key for each phone 
gateway repeater.

Part Number: HKVN4045A
CAP PLUS SINGLE SITE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4057A
DGTL PHONE PATCH MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€450.00 €205.00

High-Tier Repeater Capacity Plus 
Multi Site Feature - Incremental 
License Key
• This orders the Licence key required to 

activate the Capacity Plus Multi Site 
feature in an MTR3000 / SLR 8000 
repeater where the Capacity Plus Single 
Site feature has previously been 
activated.

• Capacity Plus Multi Site provides a 
multisite trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater Capacity Plus 
Multi Site Feature - Full License Key
• This orders the Licence key required to 

activate the Capacity Plus Multi Site 
feature in an MTR3000 / SLR 8000 
repeater where the Capacity Plus Single 
Site feature has not previously been 
activated.

• Capacity Plus Multi Site provides a 
multisite trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• IMPORTANT NOTE: This FULL Capacity 
Plus Multi Site licence DOES NOT 
support Capacity Plus Single Site 
channels, so if a repeater needs also to 
support Capacity Plus Single Site 
channels then a Capacity Plus Single Site 
/ Incremental Capacity Plus Multi Site 
licence combination should be purchased 
instead.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4070A
CAP+ SS TO MS UPGR MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4109A
CAP PLUS MULTI SITE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€950.00 €1400.00
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SLR8000 Accessories  (Continued)

High-Tier Repeater NAI for 
Voice/CSBK - Licence Key
• This orders the Licence key to activate 

the "Network Application Interface for 
Voice/CSBK" feature in an MTR3000 / 
SLR 8000 repeater.

• This is an IP based interface that enables 
voice consoles to transmit and receive 
voice/CSBK calls to the radio system 
directly through the repeater.

• Where a wireline voice console is 
required to interface to a given system 
site then all voice capable repeaters* at 
that site must have their "Network 
Application Interface for Voice/CSBK" 
feature enabled using the CPS. Where a 
wireline voice console is not required to 
interface to a given system site, then 
repeaters at that site do not need to have 
this feature enabled.

• Voice capable repeaters are all repeaters 
except for data revert repeaters and 
repeaters where both slots are GPS 
revert slots.

• Note: Excludes Digital Voting Satellite 
Receivers.

High-Tier Repeater NAI for Data - 
Licence Key
• This orders the Licence key to activate 

the "Network Application Interface for 
Data" feature in an MTR3000 / SLR 8000 
repeater.

• This is an IP based interface that enables 
data applications using the MNIS 
(MOTOTRBO Network Interface Service) 
data gateway to transmit and receive data 
calls to the radio system directly through 
the repeater.

• Where a MNIS is required to interface to 
a given system site then all repeaters* at 
that site must have their "Network 
Application Interface for Data" feature 
enabled using the CPS. Where MNIS is 
not required to interface to a given 
system site, then repeaters at that site do 
not need to have this feature enabled.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4214A
VOICE NETWRK INTRFACE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4215A
DATA NETWRK INTRFACE MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price

€155.00 €770.00

High-Tier Repeater Digital Voting 
Feature - Licence Key
• This orders the Licence key to activate 

the Digital Voting feature in an MTR3000 
/ SLR 8000 repeater.

• Digital Voting employs multiple Satellite 
Receivers (receive-only repeaters) to 
relay radio transmissions to a central 
Voting Repeater in order to address the 
Inbound / Outbound range mismatches 
that can arise due to the different radio / 
repeater radiated power levels.

• Only the Voting Repeaters in a system 
(not the Satellite Receivers) need to have 
the Digital Voting feature activated using 
the CPS and this requires the purchase of 
a separate license key for each Voting 
Repeater.

High-Tier Repeater Digital Local 
Audio Licence Key
• License key required to activate the 

"Digital Local Audio" feature in an SLR 
8000 repeater.

• Enables repeater to playback/transmit a 
voice audio stream on a selected channel.

• Digital Local Audio "Playback" is 
supported for all MOTOTRBO systems 
and Digital Local Audio "Transmit" is 
supported only for Conventional mode.

Part Number: HKVN4238A
DIGITAL VOTING MTR/SLR8000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4368A
SOFTWARE,MOTOTRBO DGTL LOCAL AUDIO SLR8000, 
EMEA
Unit of Measure: EA CE: No    RTTE: No

List Price

€840.00 €208.00

Repeater "Extended Range Direct 
Mode" Licence Key
• License key required to activate the 

"Extended Range Direct Mode" feature in 
an SLR 1000 / SLR 5500 / SLR 8000 
repeater.

• Also known as "Single Frequency 
Repeater".

• Significantly increases coverage area on a 
single frequency beyond a direct mode 
solution.

• Does not require additional frequency 
usually required on a repeater.

• Inbound burst is repeated 90 ms later on 
outbound (time division duplex).

SLR 8000 VHF 136-146 MHZ 
DUPLEXER SERVICE KIT

Part Number: HKVN4490A
LICENSE,EMEA EXTD RANGE DIRECT MODE SLR
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMFD4000A
SLR 8000 VHF 136-146 MHZ DUPLEXER SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€329.00 €1268.20
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SLR8000 Accessories  (Continued)

SLR 8000 VHF 144-160 MHZ 
DUPLEXER SERVICE KIT

SLR 8000 VHF 158-174 MHZ 
DUPLEXER SERVICE KIT

Part Number: PMFD4001A
SLR 8000 VHF 144-160 MHZ DUPLEXER SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMFD4002A
SLR 8000 VHF 158-174 MHZ DUPLEXER SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€978.00 €962.93

SLR 8000 UHF 403-435 MHZ 
DUPLEXER SERVICE KIT

SLR 8000 UHF 435-470 MHZ 
DUPLEXER SERVICE KIT

Part Number: PMFE4000A
SLR 8000 UHF 403-435 MHZ DUPLEXER SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMFE4001A
SLR 8000 UHF 435-470 MHZ DUPLEXER SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€979.89 €859.30

VHF PRESELECTOR SERVICE KIT 
136-154 MHZ

VHF PRESELECTOR SERVICE KIT 
150-174 MHZ

Part Number: PMLD4819AS
VHF PRESELECTOR SERVICE KIT 136-154 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLD4820AS
VHF PRESELECTOR SERVICE KIT 150-174 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price

€313.01 €323.80

SLR 8000 VHF 136-146 
CIRCULATOR SERVICE KIT

SLR 8000 VHF 144-160 
CIRCULATOR SERVICE KIT

Part Number: PMLD4836A
SLR 8000 VHF 136-146 CIRCULATOR SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLD4837A
SLR 8000 VHF 144-160 CIRCULATOR SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€2016.81 €1969.70

SLR 8000 VHF 158-174 
CIRCULATOR SERVICE KIT

ENCLOSURE, ONE UP

Part Number: PMLD4838A
SLR 8000 VHF 158-174 CIRCULATOR SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLE4548A
ENCLOSURE, ONE UP
Unit of Measure: EA CE: No    RTTE: No

List Price

€1969.70 €138.00
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SLR8000 Accessories  (Continued)

UHF PRESELECTOR SERVICE KIT 
350-470 MHZ

SLR 8000 DUPLEXER HARDWARE 
SERVICE KIT

Part Number: PMLE5124AS
UHF PRESELECTOR SERVICE KIT 350-470 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLE5152A
SLR 8000 DUPLEXER HARDWARE SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€313.01 €89.49

SLR 8000 UHF 403-470 
CIRCULATOR SERVICE KIT

WIRELINE SERVICE KIT

Part Number: PMLE5153A
SLR 8000 UHF 403-470 CIRCULATOR SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLN6730AS
WIRELINE SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€1291.51 €252.36

SLR 8000 FRONT PANEL 
ASSEMBLY SERVICE KIT

ANDROS ANTENNA RELAY HDW 
SERVICE KIT

Part Number: PMLN6822AS
SLR 8000 FRONT PANEL ASSEMBLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLN7092AS
ANDROS ANTENNA RELAY HDW SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€125.94 €58.90

SLR 8000 MOUNTING HARDWARE 
SERVICE KIT

SLR 8000 SERIES POWER SUPPLY 
SERVICE KIT

Part Number: PMLN7478AS
SLR 8000 MOUNTING HARDWARE SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMPN4053AS
SLR 8000 SERIES POWER SUPPLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€31.19 €590.23

SLR 8000 PA VHF  SERVICE KIT SLR 8000 PA UHF1 ASSEMBLY 
SERVICE KIT

Part Number: PMTD1360AS
SLR 8000 PA VHF  SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMTE4000AS
SLR 8000 PA UHF1 ASSEMBLY SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€573.01 €489.64
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SLR1000 Accessories 

SLR8000 Accessories  (Continued)

SLR 8000 UHF1 MODEM SERVICE 
KIT

SLR 8000 SERIES VHF MODEM 
SERVICE KIT

Part Number: PMTE4032AS
SLR 8000 UHF1 MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: WAED4538A
SLR 8000 SERIES VHF MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€359.79 €583.96

SLR 8000 SERIES UHF1 MODEM 
SERVICE KIT

Part Number: WAEE4534A
SLR 8000 SERIES UHF1 MODEM SERVICE KIT
Unit of Measure: EA CE: No    RTTE: No

List Price

€531.85

USB A TO USB B CABLE BRACKET,WALL-MOUNT BRACKET 
SAE1074

Part Number: 30009477001
USB A TO USB B CABLE
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price Part Number: BR000143A01
BRACKET,WALL-MOUNT BRACKET SAE1074
Unit of Measure: EA CE: No    RTTE: No

List Price

€8.94 €123.66

ANTENNA, WHIP,ANTENNA, WHIP, 
SLR 1000 MAIN ANTENNA, 136-154 
MHZ

ANTENNA, WHIP,ANTENNA, WHIP, 
SLR 1000 MAIN ANTENNA, 146-164 
MHZ

Part Number: HKAD4003A
ANTENNA, WHIP,ANTENNA, WHIP, SLR 1000 MAIN 
ANTENNA, 136-154 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKAD4004A
ANTENNA, WHIP,ANTENNA, WHIP, SLR 1000 MAIN 
ANTENNA, 146-164 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price

€123.66 €123.66
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SLR1000 Accessories  (Continued)

ANTENNA, WHIP,ANTENNA, WHIP, 
SLR 1000 MAIN ANTENNA, 160-174 
MHZ

ANTENNA, WHIP,SLR 1000 MAIN 
ANTENNA, 400-460 MHZ

Part Number: HKAD4005A
ANTENNA, WHIP,ANTENNA, WHIP, SLR 1000 MAIN 
ANTENNA, 160-174 MHZ
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKAE4003A
ANTENNA, WHIP,SLR 1000 MAIN ANTENNA, 400-460 MHZ
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€123.66 €123.66

ANTENNA, WHIP,SLR 1000 MAIN 
ANTENNA, 440-495 MHZ

ANTENNA, WHIP,SLR 1000 MAIN 
ANTENNA, 490-530MHZ

Part Number: HKAE4004A
ANTENNA, WHIP,SLR 1000 MAIN ANTENNA, 440-495 MHZ
Unit of Measure: EA CE: Yes    RTTE: No

List Price Part Number: HKAE4005A
ANTENNA, WHIP,SLR 1000 MAIN ANTENNA, 490-530MHZ
Unit of Measure: EA CE: Yes    RTTE: No

List Price

€123.66 €123.66

DUPLEXER,136-156 MHZ WITH 
TX/RX 4-6 MHZ SPACING

DUPLEXER,154-174 MHZ WITH 
TX/RX 4-6 MHZ SPACING

Part Number: HKFD1000A
DUPLEXER,136-156 MHZ WITH TX/RX 4-6 MHZ SPACING
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKFD1001A
DUPLEXER,154-174 MHZ WITH TX/RX 4-6 MHZ SPACING
Unit of Measure: EA CE: No    RTTE: No

List Price

€836.32 €836.32

DUPLEXER,136-156 MHZ WITH 
TX/RX 6-10 MHZ SPACING

DUPLEXER,154-174 MHZ WITH 
TX/RX 6-10 MHZ SPACING

Part Number: HKFD1002A
DUPLEXER,136-156 MHZ WITH TX/RX 6-10 MHZ SPACING
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKFD1003A
DUPLEXER,154-174 MHZ WITH TX/RX 6-10 MHZ SPACING
Unit of Measure: EA CE: No    RTTE: No

List Price

€836.32 €836.32

DUPLEXER,400-430 MHZ 
(5-6.5MHZ)

DUPLEXER,430-480 MHZ 
(5-6.5MHZ)

Part Number: HKFE4000A
DUPLEXER,400-430 MHZ (5-6.5MHZ)
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price Part Number: HKFE4001A
DUPLEXER,430-480 MHZ (5-6.5MHZ)
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price

€836.32 €836.32
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SLR1000 Accessories  (Continued)

DUPLEXER,480-527 MHZ 
(5-6.5MHZ)

DUPLEXER,DUPLEXER 400-430 
MHZ WITH TX/RX 10 MHZ 
SPACING

Part Number: HKFE4002A
DUPLEXER,480-527 MHZ (5-6.5MHZ)
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price Part Number: HKFE4003A
DUPLEXER,DUPLEXER 400-430 MHZ WITH TX/RX 10 MHZ 
SPACING
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price

€836.32 €836.82

DUPLEXER,DUPLEXER 430-480 
MHZ WITH TX/RX 10 MHZ 
SPACING

DUPLEXER,DUPLEXER 480-527 
MHZ WITH TX/RX 10 MHZ 
SPACING

Part Number: HKFE4004A
DUPLEXER,DUPLEXER 430-480 MHZ WITH TX/RX 10 MHZ 
SPACING
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price Part Number: HKFE4005A
DUPLEXER,DUPLEXER 480-527 MHZ WITH TX/RX 10 MHZ 
SPACING
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price

€836.82 €836.82

Mid-Tier Repeater Capacity Plus 
Single Site Licence Key
• License key required to activate the 

Capacity Plus Single Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Capacity Plus Single Site provides a 
single site trunking solution for up to 40 
channels (i.e. 20 repeaters*) with a 
maximum of 16 Trunked channels (i.e. 8 
Trunked repeaters*) / 24 Data Revert 
channels (i.e. 12 Data Revert repeaters*).

• All Trunked and Data Revert repeaters in 
a Capacity Plus Single Site system need 
to have the Capacity Plus Single Site 
feature activated using the CPS and this 
requires the purchase of a separate 
license key for each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater Digital 
Telephone Patch Licence Key
• License key required to activate the 

Digital Telephone Patch feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater.

• Digital Telephone Patch enables 
MOTOTRBO digital system users to 
place and receive telephone calls which 
are routed via a gateway between a 
landline telephone network and 
MOTOTRBO radio system.

• Each phone gateway repeater in the 
system needs to have the Digital 
Telephone Patch feature activated using 
the CPS and this requires the purchase of 
a separate license key for each phone 
gateway repeater.

Part Number: HKVN4013A
CAP PLUS SINGLE SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4056A
DGTL PHONE PATCH DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€450.00 €205.00
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SLR1000 Accessories  (Continued)

Mid-Tier Repeater Incremental 
Capacity Plus Multi Site Licence 
Key
• License key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 5500 repeater 
where the Capacity Plus Single Site 
feature has previously been activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater Full Capacity 
Plus Multi Site Licence Key
• Licence key required to activate the 

Capacity Plus Multi Site feature in a DR 
3000 / SLR 1000 / SLR 55000 repeater 
where the Capacity Plus Single Site 
feature has NOT previously been 
activated.

• Capacity Plus Multi Site provides a 
multi-site trunking solution for up to 15 
sites and 24 channels (i.e. 12 repeaters*) 
per site with a maximum of 16 Trunked 
channels (i.e. 8 Trunked repeaters*) / 22 
Data Revert channels (i.e. 11 Data Revert 
repeaters*) per site.

• All Trunked and Data Revert repeaters in 
a Capacity Plus Multi Site system need to 
have the Capacity Plus Multi Site feature 
activated using the CPS and this requires 
the purchase of a separate license key for 
each repeater*.

• IMPORTANT NOTE: This FULL Capacity 
Plus Multi Site licence does NOT support 
Capacity Plus Single Site channels, so if a 
repeater needs also to support Capacity 
Plus Single Site channels then a Capacity 
Plus Single Site / Incremental Capacity 
Plus Multi Site licence combination 
should be purchased instead.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4063A
CAP+ SS TO MS UPGR DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4108A
CAP PLUS MULTI SITE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€950.00 €1400.00

Mid-Tier Repeater NAI for 
Voice/CSBK License Key
• License key required to activate the 

"Network Application Interface for 
Voice/CSBK" feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• NAI for Voice/CSBK is an IP based 
interface that enables voice consoles to 
transmit and receive voice/CSBK calls to 
the radio system directly through the 
repeater.

• Where a wireline voice console is 
required to interface to a given system 
site then all voice capable repeaters* at 
that site must have their "Network 
Application Interface for Voice/CSBK" 
feature enabled using the CPS. Where a 
wireline voice console is not required to 
interface to a given system site, then 
repeaters at that site do not need to have 
this feature enabled.

• Voice capable repeaters are all repeaters 
except for data revert repeaters and 
repeaters where both slots are GPS 
revert slots.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Mid-Tier Repeater NAI for Data 
License Key
• License key required to activate the 

"Network Application Interface for Data" 
feature in a DR 3000 / SLR 1000 / SLR 
5500 repeater.

• NAI for Data is an IP based interface that 
enables data applications using the MNIS 
(MOTOTRBO Network Interface Service) 
data gateway to transmit and receive data 
calls to the radio system directly through 
the repeater.

• Where an MNIS is required to interface to 
a given system site then all repeaters* at 
that site must have their "Network 
Application Interface for Data" feature 
enabled using the CPS. Where an MNIS 
is not required to interface to a given 
system site, then repeaters at that site do 
not need to have this feature enabled.

• *Note: Excludes Digital Voting Satellite 
Receivers.

Part Number: HKVN4211A
VOICE NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4212A
DATA NETWRK INTRFACE DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price

€155.00 €770.00
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SLR1000 Accessories  (Continued)

Mid-Tier Repeater Digital Voting 
Licence Key
• Licence key required to activate the 

Digital Voting feature in a DR 3000 / SLR 
1000 / SLR 5500 repeater.

• Digital Voting employs multiple Satellite 
Receivers (i.e. repeaters configured for 
"receive-only") to relay radio 
transmissions to a central Voting 
Repeater in order to address the Inbound 
/ Outbound range mismatches that can 
arise due to the different radio / repeater 
radiated power levels.

• Only the Voting Repeaters in a system 
(not the Satellite Receivers) need to have 
the Digital Voting feature activated using 
the CPS and this requires the purchase of 
a separate license key for each Voting 
Repeater.

Repeater "Extended Range Direct 
Mode" Licence Key
• License key required to activate the 

"Extended Range Direct Mode" feature in 
an SLR 1000 / SLR 5500 / SLR 8000 
repeater.

• Also known as "Single Frequency 
Repeater".

• Significantly increases coverage area on a 
single frequency beyond a direct mode 
solution.

• Does not require additional frequency 
usually required on a repeater.

• Inbound burst is repeated 90 ms later on 
outbound (time division duplex).

Part Number: HKVN4240A
DIGITAL VOTING DR/SLR1000/5000
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: HKVN4490A
LICENSE,EMEA EXTD RANGE DIRECT MODE SLR
Unit of Measure: EA CE: No    RTTE: No

List Price

€840.00 €329.00

POLE MOUNT KIT EXTENDED RANGE ANTENNA 
SWITCH KIT

Part Number: PMLN7213A
POLE MOUNT KIT
Unit of Measure: EA CE: No    RTTE: No

List Price Part Number: PMLN7263A
EXTENDED RANGE ANTENNA SWITCH KIT
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price

€139.47 €278.94

POWER ADAPTOR KIT FOR 
OUTDOOR APPLICATION

POWER ADAPTOR KIT FOR 
INDOOR APPLICATION

Part Number: PMLN7771A
POWER ADAPTOR KIT FOR OUTDOOR APPLICATION
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price Part Number: PMLN7773A
POWER ADAPTOR KIT FOR INDOOR APPLICATION
Unit of Measure: EA CE: Yes    RTTE: Yes

List Price

€371.92 €185.96




